
507.333.3990 
TRYSTAR.COM

INDUSTRIAL
WELDING
CABLE

TEMPERATURE RATING: 
-490C - 1050C

CONSTRUCTION:
ASTM B172 ROPE STRANDED COPPER 
CONDUCTOR, VINYL SEPARATOR, 
INSULATED WITH OIL AND WATER 
RESISTANT ELASTOMER RUBBER 
HYBRID COMPOUND.

SAMPLE PRINT:
TRYSTAR AWG 1/0 600V TRYSTAR.COM 
MADE IN USA FT ><

USE:
FOR CONNECTIONS FOR ELECTRODE 
HOLDER AND GROUNDING CLAMP TO 
ARC WELDER, BUS, INVERTER OR 
TRANSFORMER-STYLE WELD MACHINES. 
ALSO SUITABLE FOR CERTAIN 600V 
APPLICATIONS SUCH AS BATTERY 
LEADS AND JUMPER CABLES.

D E S C R I P T I O N :  

P r e m i u m  a r c  w e l d i n g  c a b l e  i s  f u r n i s h e d  w i t h  3 0  g a .  ( C l a s s  K )  f l e x i b l e  s o f t  d r a w n  e l e c t r o l y t i c  

c o p p e r.  A  v i n y l  i n s u l a t o r  s e p a r a t e s  t h e  o u t e r  s h e a t h ,  a  - 4 9 0C  t o  +1 0 5 0C  e l a s t o m e r  c o m p o u n d .  

Tr y s t a r  c a b l e  i s  R o H S  C o m p l i a n t .  I t  e x h i b i t s  e x c e l l e n t  o i l  a n d  w a t e r  r e s i s t a n c e ,  r e s i s t s  

a b r a s i o n  a n d  i s  f l e x i b l e  i n  c o l d  w e a t h e r.   I t  i s  r a t e d  a t  6 0 0  v o l t s  f o r  i n t e r m i t t e n t  u s e  ( u p  t o  3  

h o u r s  c o n t i n u o u s  u s e ) .  S p e c i a l  c a r e  a n d  c o n s i d e r a t i o n  w a s  g i v e n  i n  t h e  m a n u f a c t u r i n g  o f  t h i s  

p r o d u c t  t o  p r o v i d e  m a x i m u m  f l e x i b i l i t y  a t  a l l  o p e r a t i n g  t e m p e r a t u r e s .

8 168

(7 x 24 / 30)

0.15 0.29 100

6 266 

(7 x 38 / 30)

0.192 0.39 138

4 420 

(7 x 60 / 30)

0.252 0.44 185

2 665

(7 x 95 / 30)

0.326 0.51 271

1 836 

(19 x 44 / 30)

0.36 0.54 334

1/0 1064 

(19 x 56 / 30)

0.397 0.61 426

2/0 1330

(19 x 70 / 30)

0.46 0.66 530

3/0 1691 

(19 x 89 / 30)

0.51 0.73 686

4/0 2109 

(19 x 111 / 30)

0.58 0.85 853
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(lbs. / M ft.)


